EEP TPAITPG

i i La Lc
P20 EEECRET o e Y
PED . 08 Max. charging pressure 175 Bar | TPA20x13 127 | 794 | 667 | 0,004 | 011
o ﬁ Min. charging pressure 25 Bar | TPA20x15 15 86 71| 0005 | 012
. Rod seal area 0,50 cm’ TPA 20x25 25 104 79 | 0,007 | 0,13
5 . TPA 20x38 38 130 92 | 0,009 | 0,15
12 0 J J
_ tL— Max V\,Iorkmg temperature 8o°C TPA 20x50 50 154 104 | 0,012 | 0,16
~ T Force increase by temperature 0,33%11°C | 1pa 20x63 63 180 | 17 | o014l o048
r T || [Max. stem speed 0,5mls | TPA20x80 80 | 214 | 134 | 0017 | 020
j \0 %1 | Maintenance kit kit A20
ri K —
v ou
% —
° max. strokes/min @
8 A 920
o R - AN
r 60
— 50 48
40 40 =
n ?15 30 — 20
& - 20 | Yellow 90 (£5) =116 175
° ﬁ The black colour code denotes the adjustable pressure version (adjustable
s r between 25 and 175 Bar). If not otherwise specified, these gas springs will
Gas charging M&<@mm> B be supplied in the yellow colour code version.
i i La Lc v
tPa2s e o e Y A
PED Max. charging pressure 175 Bar | 1pa 25410 10 65 55 | 0005 | 014
TCE s12 Min. charging pressure 25Bar | TPA25x13 127 | 704 | 577 | 0006 | 014
" Rod seal area 1,3 cm’ | TPA25x16 16 77| 61 | 0007 | 015
X Max. working temperature 80°C | TPA25x25 2: 12192 8372 ;’*(?11; gg
o . o/ 140~ | TPA25x38 , , : ,
i ] Force increase by temperature 0,33%/1°C TPA 25450 5 145 o | 0019 | 021
9 T Max. stem speed 0,6 m/s
IJ N || | Maintenance kit kit A25
r % Hg
S u max. strokes/min
s - PR Colour @
] .
3 = code
L % a1
mﬁ Sg N
i} ” TK‘T o Yellow 200 (+5) =~ 280 175
g The black colour code denotes the adjustable pressure version (adjustable
Gos charging MECS.Smnm A Iﬂﬁ»/ between 25 and 175 Bar). If not otherwise specified, these gas springs will
one ' be supplied in the yellow colour code version.
i i La Lc
PG 22 Rl o e e Y
PED Max. charging pressure 175 Bar | 1pg 25x12 12 78 66 | 0008 | 016
e ‘m Min. charging pressure 50 Bar | TPG 25x15 15 84 69 | 0010 | 017
Rod seal area 0,50 cm® | TPG25x25 25 | 1041 79 100131 018
. 1 2 17 22
Max. working temperature goec | TP 25x38 % 30 %2100 0,
) % [ 19C TPG 25x50 50 154 104 | 0,022 | 0,25
Force increase by temperature 0,33% TPG 25x63 6 180 | 17 | 0026 | 026
# | [ Max. stem speed 0,5mis | 1pG 25x80 g0 | 214 | 134 | 0032 028
\ g Maintenance kit kit G22
%y 3
g - max. strokes/min
E] 4 10
rl\ § E 100 10194 @
90
L 80
n 75
# 70
60 80
I 50 50
2 42 Yellow 90 (£5) =116 175
n 40 ‘ \Tou
gl A A 50- 175
Gas charging M6(3.Snm> ﬁ' The black colour code denotes the adjustable pressure version (adjustable
v between 50 and 175 Bar). If not otherwise specified, these gas springs will
be supplied in the yellow colour code version.
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DTM
i i Smax | La Lc
TPG 25 Pressure medium Nitrogen Gas (N,) Code max | la | Lo
PED Mfa\x. chargmg pressure 175Bar | 1pg 25512 12 78 66 | 0008 | 016
THECE Me Min. charging pressure 25Bar | TPG 25x15 15 84 69 | 0010 | 017
Rod seal area 1,13 cm’ | TPG 25x25 25 | 104 | 79 | 0013 018
| é Max. working temperature 80°C I:g ;:":: :g 1;2 13i gg; g;g
X s »
- i 0 0,
Jo T Force increase by temperature 0,33%/1°C PG 25463 63 180 | 17 | 0026 | 026
i -], | [Max. stem speed 0.6 mis | 1pg 25x80 g0 | 214 | 13 |o0s2| 028
oyt \ % | |Maintenance kit kit G25
gy~
g - max. strokes/min
1 H] L 10
" 3 b 101
L 90 94
80
n 75
‘Qﬁ 70
60 86
r 50
3 iﬁ T~ Yellow 200 (5) =270 175
o T —
Gos charging M6(S.Smm) - SN The black colour code denotes the adjustable pressure version (adjustable
Iﬁﬁ»/ between 25 and 175 Bar). If not otherwise specified, these gas springs will
P L ;
be supplied in the yellow colour code version.
i i La Lc Vv
1°G 26 (eI oo S TR T T T
PED  ._e Max. charging pressure 175 Bar | 1pG 26x12 12 | 9 | 8 |o009| 016
e ~—Gas chargng 6| \fin charging pressure 25 Bar | TPG 26x25 25 119 94 10014 ] 020
] Rod seal area 1,13 cm’ TPG 26x38 38 145 107 | 0,019 | 022
g . o TPG 26x50 50 169 19 | 0024 | 024
4l Max. working temperature 80°C TPG 26x63 63 195 | 132 | 0020 | 026
B Force increase by temperature 0,33%/1°C | 1pG 26x80 80 229 | 149 | 0035 | 0,30
g Max. stem speed 0,6 m/s | TPG 26x100 100 | 269 | 169 | 0,039 | 033
3 Maintenance kit kit G26 | TPG 26x125 125 319 194 | 0,048 | 039
Y TPG 26x160 160 389 | 229 | 0062 | 048
" o max. strokes/min Colour p
™ L o1 code @ Bar
90
70 75
n 920 50 & 50{ -
a
) 30 \%ﬁ & Yellow 200 (5) =270 175
2 bbbk e 28 - 200 25-175
tb 10 5 15 25 35 45 55 65 75 85 95 105 115125 135 145 155 165 _
g g The black colour code denotes the adjustable pressure version (adjustable
- m between 25 and 175 Bar). If not otherwise specified, these gas springs will
M6<10mm) be supplied in the yellow colour code version.
i i Smax | La Lc
TPG 32 Pressure medium Nitrogen Gas (N,) Code max | La | Le | Y
PED 316 Max. charging pressure 150 Bar | T1pg 32¢12 12 84 72 | 0017 | 035
‘ Aﬁﬁus charging M6 . .
THECE - Min. charging pressure 25 Bar | TPG 32x25 25 110 85 | 0,025 | 036
E % Rod Seal area 2,01 cm2 TPG 32x38 38 136 98 0,033 0,40
o . TPG 32x50 50 160 | 110 | 0,041 | 047
Max. working temperature 80°C '
n ‘ I . g femp TPG 32x63 63 186 | 123 | 0,048 | 048
= { Force increase by temperature 0,33%11°C | 1pg 3280 80 20 | 140 | 0059 | 056
g Max. stem speed 1mis | 1pG 32x100 100 | 260 | 160 | 0,071 | 064
l S Maintenance kit kit G32
it
max. strokes/min
1N A 120 Colour @ P
™ y %
) : ‘ 100 LN code Bar
1— 80 80
<« 60 ™63
i N2 s
~ “© \‘]\1 - Yellow 300 (+20) =395 150
o T o e
s Iﬂﬁ»\ The black colour code denotes the adjustable pressure version (adjustable
M610mm> L between 25 and 150 Bar). If not otherwise specified, these gas springs will
be supplied in the yellow colour code version.
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DTM
i i Smax | La Lc
TP 32 Pressure medium Nitrogen Gas (N,) Code max | La | Lc
PED Max. charging pressure 175 Bar | 1pgp 3px12 12 | 8 | 72 | 0018 | 036
e #18 i ;
e WG"S charging W6 Min. charging pressure 25 Bar | TPGP 32x25 25 | 10 85 | 0,027 | 037
Rod seal area 2,54 cm® | TPGP 32x38 38 | 136 98 | 0,035 | 041
E Max. working temperature 80°C | TPGP 32x50 50 160 | 110 | 0,043 | 048
2 . TPGP 32x63 63 186 | 123 | 0,051 | 049
0, 0
. P Force increase by temperature 0,33%/1°C TPGP 32x80 % 20 | 140 | o062 | 057
= J Max. stem speed 0.8m/s | 1pgp 32¢100 100 | 260 | 160 | 0075 | 065
g Maintenance kit kit GP32
ol 3
. strokes/mi
- A 100 max. strokesimin Colour P
L o \Z code @ Bar
80
70 76
60 56
927 50 ~7
§ " = Yellow 450 (+20) =620 175
9 I The black colour code denotes the adjustable pressure version (adjustable
© Iﬂﬂ»/ between 25 and 175 Bar). If not otherwise specified, these gas springs will
MECL0mm) - be supplied in the yellow colour code version.
TPG 500 Pressure medium Nitrogen Gas (N,) e max. strokes/min
PED Max. charging pressure 155 Bar ‘ b o0 [N
. R 80
e go2 Min. charging pressure 35 Bar 70 o
Rod seal area 3,80 cm’ o0 =
Max. working temperature 80°C 40 N e
Force increase by temperature 0,33%/1°C Z‘; 7
MaX. stem speed 1 mls 5 10 15 20 25 30 35 40 45 \50 55 60 65 70 75 80 85 90 95 100105110
Maintenance kit kit G500 .
La Lc P Vv
SRR
TPG 500x12 12 84 72 640 0,028 0,70
TPG 500x25 25 10 85 695 0,041 0,78
TPG 500x38 38 136 98 720 0,054 0,88
i TPG 500x50 50 160 110 (5%) 740 132 0,066 097
To/0
= TPG 500x63 63 186 123 750 0,079 1,07
g TPG 500x80 80 220 140 760 0,096 1,20
N TPG 500x100 100 260 160 780 0,117 1,38
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