Ejector Series

Z1697
Two stage ejectors

Machinery interlocking design makes structure much simpler
and installation mare convenient comparing with other second
ejection series.

lg
S
S 64 HRC 1260 N/mm
L, © —f / -
© 'lé’ :"" l .
= g = 1 %
dlg Bl W _
ik == dec Zriisrr )
NN Soocipe—y ‘ : 1
e
T
s
k2 -0,05
SW1 " Kkq-0,06 T I2
- - (s
I4
S S
Hq N
| o
| = =
Ha / N
Type |swlk |k | L 0| L6 L|n]d|[a|d|d|d]d ="t 14
1 e 1 ] 5 - 3 2 1 8 &1 £ 3! 2 min.. max- miﬁ. max‘ 1
Z1697/16| 8 | 6 | 6 |77 | 5 | 12| 45|90 [103| 52|44 |43 |36 |28 | 27| 6 | 76| 3 | 76 |16
20/10| 7 | 7 [101] 6 |17 | 59 [100|134| 59 | 51 | 51 34 32| 8 | 96| 4 | 96|20
26 |14| 8 | 8 |126] 7 |22 | 74 |150|168| 73 | 64 | 63 | 54 | 43 | 42 | 10 | 130| 5 | 130|286

BRAHMADEVI ENGINEERING PRODUCTS

Regd. Office :19, Martand Chowk, INDORE - 452 007 (M.P.) INDIA

Ph.: +91- 731 - 2720243, Fax : +91 - 731 - 2721554

E-mail : ishan1809@yahoo.com, ruchir@diespares.com Website : diespares.com



