24-11
Latch Lock

Mould Lock Components

Charactaristics: Installation and processing are simple. Design of mechanical interlack is
safe and reliable. Cennecting bedy and square positioning make product more accurate.
Peopla can select corresponding product accarding to die load. There shall be at least 2
sets on template for symmetrical use. Operating temperature range is 120C.

® Product breakdown drawing

#Precautions: Itisrequired to calculate the same stroke for symmetrical installation
during die processing. Otherwise, it will cause unbalance force of single set of
@ Installation diagram made locking buckle and breakage of compaonent.
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Mould Lock Components
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24
Latch Lock

Charactaristics: Installation and processing are simple. Design of mechanical interlock is
safe and reliable. Cennecting body and square positioning make product more accurate.
People can select correspanding product accarding to die load. There shall be at least 2

sets on template for symmeirical use. Operating temperature range is 120°C.

Mould Lock Components

® Product breakdown drawing

#Precautions: Itis required to calculate the same stroke for symmetrical installation

during die processing. Otherwise, it will cause unbalance force of single set of
mode lecking buckle and breakage of component.

® |nstallation diagram
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Mould Lock Components
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Mould Lock Components

24
Latch Lock

Characteristics: Installation and processing are simple. Design of mechanical interlock is
safe and reliable. Connecting body and square positioning make product more accurate.
People can select corresponding product according to die load. There shall be at least 2
sets on template for symmetrical use. Operating temperature range is 120°C.

| #Precautions: Itis required fo calculate the same stroke for symmetrical installation
during die processing. Otherwise, it will cause unbalance force of single set of
mode locking buckle and breakage of component.
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Mould Lock Components
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